


7.8.4 Focus
Enter the camera settings and select Focus Q ") E (-4 =
You can set auto focus and manual focus. o [Comd] SEES @

Manual

Manual focus can be set through the knob

7.8.5 Exposure
Enter the camera settings and select
exposure to set automatic exposure and manual exposure. Manual exposure can be set
through the knob.
<€ ¢ [ S

Camera  [Cam4] Auto Qo

Manual

7.8.6 White Balance

Enter the camera settings, select white balance, and you can set automatic and
manual gain. For manual, you can set the red gain and blue gain through the knob. The
gain range is 0-255.

7.9 Setting

Press MENU,then select

7.9.1 System Setting

Select system settings to set the system of the switch station, including the settings of
language, backlight,fan and reset.
7.9.1.1 Language

Enter the system settings, select the language, and select the language with the
knob.



7.9.1.2 Fan
Enter the system settings, select the fan, and select the fan mode through the knob.
The default is automatic mode.
Automatic mode: the fan speed is controlled according to the working temperature.
The higher the temperature, the faster the speed.
Off mode: turn off the fan and switch to automatic mode only when a certain
temperature is reached.
On mode: the fan is always on.

AeOESNS AD

7.9.1.3 Reset

Enter the system settings, select Reset, select On through the knob, and the switch
station will perform reset operation. After reset, all configurations will be cleared

7.9.2 Time Setting

Enter the time setting to operate the time, date, countdown, etc

7.9.2.1 Date
Enter the time setting, select the date, and set the date manually.
7.9.2.2 Time
Enter the time setting, select the time, and set the time manually.
7.9.2.3 Time Format
Enter the time setting, select the format, and the time can be set to display in 12h/24h
format on the status page.
7.9.2.4 Countdown
Enter Time Setting, select Countdown, and set the countdown time.

7.9.2.5 Start Countdown

After the countdown time is set, select ON in the start countdown to start the
countdown. The countdown is displayed on the status page.



7.9.3 Network

In Network Settings, you can select to automatically obtain the network IP or
manually set it.

HeOESDN=E L0
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7.9.3.1 Remote
In network, click remote, scan the QR code with wechat and the link will jump to the
web server.

FAeVESMNE L0
. DHCP T

> Manual

7.9.4 Firmware
Enter the firmware settings and scan the QR code to display the ID number and
Version number.

Firmware

Help

7.9.5 Help

In help menu, scan the QR code to get the help page.




8. Upper Computer

8.1 Connect the upper computer
8.1.1 Using PC

Confirm that the computer and The switcher are connected to the same LAN by
automatically obtaining or manually setting the network IP address of The switcher. Open
the browser on the computer side, enter the IP address of The switcher and press Enter to
connect, and enter the home page of the upper computer, namely the switch page.
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8.1.2 Using Phone

Ensure that the mobile phone and The switcher are on the same LAN. In the mobile
browser, enter the IP address of The switcher and open it to connect to the upper
computer.

8.2 Switcher Setting

Enter the switch station setting page of the upper computer to control the switch
station
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8.2.1 Front Panel

The front panel of the switching table contains buttons and push rods. Click the
button to control the corresponding button on the switch table and set the transition time;
Push the push rod to execute the push rod transition operation

8.2.2 EFFECT

Enter the setting page of the upper computer, click the transition effect in the EFFECT
on the right to select the corresponding transition effect.

EFFECT SCENES
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8.2.3 SCENES

Enter the switch station setting page of the upper computer, click SCENES on the
right to select different scene layouts.

EFFECT SCENES
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8.3 Media Setting

Click the media module on the upper computer page to enter the media setting page,
where you can set streaming, upload pictures, and upload LOGOs

Plcture Upload L0GO Upload

8.3.1 Streaming Setting

8.3.1.1 Streaming Address

Custom streaming address:

Enter the media settings page, enter the streaming server address and streaming
secret key (for streaming of live broadcast platforms such as Station B and Tiger Teeth) in
Streaming Address-1 and Streaming Address-2, and click Save to save the streaming
address to The switcher Settings Multimedia Network Streaming; Click the push stream
button to push the stream.

StreamAddress-1 StreamAddress-2

® Custom O Default

ServerAddress ServerAddress
StreamingKey StreamingKey
| save || sTREAM | | save H STREAM
Default streaming: StreamAddress-1
Enter the media settings page, select the default
O Custom @ Default
streaming address - 1 (for local LAN streaming), and Serveradaress

rtmp://192.168.3.183:1935/ live/livel

click the Save button to save the local streaming
address to the address 1 in The switcher - Settings -
Multimedia - Network Streaming; Click the push stream

button to push the local stream.

streamingKey
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8.3.2 Picture Upload

Enter the media settings page, in the picture upload box, click to select a picture,
select the picture to upload, and click the Upload Picture button to upload the picture to
The switcher and automatically set it as a background picture.

Picture Upload

Pick Picture

LOGO Upload
8.3.3 LOGO Upload i
Enter the media setting page, in the LOGO
upload box, click to select a picture, select the LOGO RloSeiEs

picture to upload, and click the Upload Picture button
to upload this LOGO picture to The switcher, and

automatically set it as the current LOGO.

8.4 Audio Setting

Click the audio module on the upper computer page to enter the audio setting page to
set the audio for PGM, headset (HP), four input (IN1-4), and two microphones (Mic1-2).
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8.4.1 PGM/HP

Enter the audio setting page to set PGM mute and PGM volume; HP source selection,

HP volume settings.

oM e
KB 3
| O |

8.4.2 Micphone Audio Setting

Enter the audio setting page to set Mic1/Mic2 mixing,

volume, delay and mode.

8.4.3 Quad HDMI Audio

Micl

il

Delay

3

Mic2

Delay

Enter the audio setting page to set IN1-4 (4-way HDMI input) mixing, volume setting

and delay setting

N Deloy n2 velay WS Delay N4 Delay

[~ ] [ o ] =3 [~ ]
8.5 Update

Click Update on the upper computer page to enter the Update setting page, where

you can Update the operating system and EDID.

System Update EDID Update

Pickile Pickrile
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8.5.1 System Update

On the update page, click the File button in the System Update
system update, select the file to update, and click
Update to perform the update operation. Pick File
8.5.2 EDID Update EDID Update

On the update page, click the File button in the
EDID update, select the file to update, and click
update to perform the update operation.

Pick File

8.6 Transitions

Enter the upper computer page, click TRANSITIONS on the left to set the transition,
including the transition duration setting (Speed), black field duration setting (FTB Speed),
flexibility setting (Softness), immersion color setting (Color), and immersion mode setting

(DIP Mode).
| s v | enow v
Speed Speed
- s
-
g — .
= Softness
Softness
o= DIP Color
o coter T o0 Js0 1@
R Jel e )@ DIP Mode.
DIP Mode = 5 BRI
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LAYER > SETTING -
.
SETTHS > s m s IMAGE

Enter the upper computer page, click LAYER on the left to set the layer, including
layer position/size setting (POS/SIZE), mask setting (MASK), chroma key setting
(CHROMA), and brightness key setting (LUMA).

| LAYER v

8.7.1 Layer Position/Size

POS/SIZE  MASK CHROMA  LUMA

Enter the upper computer page, click LAYER on the left,
enter POS/SIZE, select A/B layer, press and hold the left mouse ’A ﬂa
button in the box to move, and then set the layer position; Press
and drag the left mouse button at the four corners to set the a

layer size. G Q)
size: (976,549)
B
Pos: (960,270)
size: (960,540)
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8.7.2 MASK

Enter the upper computer page, click LAYER on the left, click MASK, select trun
off/fon the region mask.

LAYER v

POS[SIZE  MASK CHROMA  LUMA

v

Mask
@ Close RegionMask
LAYER
POS/SIZE  MASK CHROMA  LUMA
Mask
8.7.2.1 Region Mask Close © regionmask

In upper computer, click layer then click mask, select
region mask and select the mask region. —e—

8.7.3 CHROMA Key

Enter the upper computer page, click LAYER on the left, and click CHROMA to set

the color, similarity, and smoothness.
LAYER v | LAYER v
POS[SIZE  MASK CHROMA  LUMA POS[SIZE  MASK CHROMA  LUMA

Color Color
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Similarity similarity
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Smoothness Smoothness roer e
= =
LAYER v
8.7.4 LUMA Key S
. Min
Enter the upper computer page, click LAYER on the left, P
and click LUMA to set the minimum brightness, maximum Max
brightness, inversion, similarity, and smoothness e
Inva. o )
similarity
-
Smoothness
-



8.8 Setting

Enter the upper computer page and click SETTING on the left to set the system, time
and network.

- SETTING v
8.8.1 SYSTEM Setting
SvsTEM TIME NETWORK
Enter the upper computer page, click SETTING on the
left to enter SYSTEM, where you can set the fan, vertical il
AUTO 2

monitoring, vertical streaming, and language settings.

MV Rotate Angel
Click the reset button to reset the settings.

90 v

8.8.1.1 MV Rotate Angel ;‘:’;:"::fj:":‘f a»
In system setting page, select MV Rotate .

Angel(90,270), turn on the MV Rotate Enable and the

multiview will work in vertical mode.

%0 v
STM.Rotate Enable »
Reset Option ResetAll

Language

8.8.1.2 STM.Rotate Angel

In system setting page, select STM.Rotate
Angel(90,270), turn on the STM.Rotate Enable and the
streaming will work in vertical mode.

8.8.2 TIME Setting

english v

Enter the upper computer page, click SETTING on the left, and click TIME to set the
time format (FORMAT). The date and time are obtained from the computer system by
default.

SETTING v
SYSTEM TIME NETWORK

08/06/2023, 4:39:16

o

Format

12h v SETTING v

SYSTEM TIME NETWORK

8.8.3 NETWORK Setting - —

Enter the upper computer page, click SETTING on P
the left, and click NETWORK to set the network. Open
DHCP to automatically obtain the network IP; Close
DHCP, enter IP, subnet mask and gateway, and click

192 .| 168 -0 |7

Subnet Mask

Modify to manually set the network IP ikl il e ladd e
Gateway
192 . 168 «|0 « |



9. Appendix

9.1 Appendix A : Accessories
(The picture is for reference only, please refer to the real object)
(DTransformer(12V 2A)x 1 thread
@USB (A to C)x 1(optional)
@ Tally box (DB-15)x 1(optional)

9.2 Appendix B : Safety and Needs

*Before operating the machine, please read this manual and keep it properly for
future reference.

% Do not open the cover by yourself to avoid damaging the machine.

% Please unplug the power when the machine is not used for a long time.

% In order to reduce the risk of fire or electric shock, please do not let the machine be
exposed to rain, damp or liquid flow into the machine. The machine is not dust-proof,
moisture proof and waterproof.

*Please keep good ventilation of the machine and do not block the ventilation of the
machine.

% Please do not put heavy objects on this machine.

% To maintain high-definition audio and video, please use high-quality signal cables
and connectors.

* The input voltage range of this product's power supply is 7~24V, please use the
correct power supply.

* The working temperature of this product is 0 C~50 C, please use within this
temperature range; The storage temperature is - 30 ‘C~70 C, please store within this
temperature range.

% This product is an electronic product. Please keep away from fire sources, water
sources and flammable and explosive dangerous goods.

*If any abnormality is found, please turn off the power switch immediately and
contact the dealer. Do not repair the equipment by yourself.
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